
CAT6A  
FTP Patch Panel 
QUPATCHKEY-CAT6AFTP-48

FEATURES
FOR STANDARD EIA 19” RACKS

SILKSCREENED PORT NUMBERS ON PANEL FRONT

GROUNDING SCREW ATTACHED ON BACK PANEL

25 YEAR

SYSTEM WARRANTY

SYSTEM WARRANTY

The CNET Cabling System Warranty provides a 
25 year product and applications assurance of 
compliance with the industry performance standard 
appropriate to the class of cabling installed. 

The warranty may be applied for by a registered 
approved CNET (AI) Associated Installer who has 
designed, supplied and installed the relevant system.APPLICATION

• FTP 1U 48-port snap-in patch panel

• Compatible with CNET FTP keystone jacks

• The jack to jack spacing is 17.4 mm

• Cat6A FTP Connectivity

PART NUMBER INFORMATION

PART NO. DESCRIPTION

QUPATCHKEY-
CAT6AFTP-48 

1U 48 PORT FTP KEYSTONE PATCH 
PANEL FOR SPACE-SAVING SOLUTION. 
COMPATIBLE WITH CNET CAT.6A FTP 
TOOLLESS JACKS

CNET presents QUPATCHKEY-CAT6AFTP-48 port FTP keystone 
patch panel for space-saving solution. Compatible with 
CNET Cat.5e/Cat.6/Cat.6A FTP toolless jacks, QUPATCHKEY-
CAT6AFTP-48 provides various categories for different 
applications with efficient cabinet cabling distribution.
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2022K-FD48
FTP 48 port keystone type patch panel,1U

** Please contact our sales representative to confirm your
    jack and patch panel are compatible
Ordering Information 

Item(s) / Polybag Items/Inner box Items/Outer box
1 1 15

Color Customized colors available

SURTEC presents 2022K-FD48 - 1U 48 port FTP keystone patch panel for
space-saving solution. Compatible with SURTEC Cat.5e/Cat.6/Cat.6A FTP toolless
jacks, 2022K-FD48 provides various categories for different applications
with efficient cabinet cabling distribution.

Features / Applications:
1. FTP snap-in type
2. UL 1863 Safety Listed
3. Integrated cable management (optional)
4. Compatible with SURTEC jacks (please contact our sales representative for  
    further jack compatibility information)
5. Grounding screw attached on back panel
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CALL US ON

00353 1 426 4005 



CAT6A  
FTP Patch Panel 
QUPATCHKEY-CAT6AFTP-24

FEATURES
FOR STANDARD EIA 19” RACKS

SILKSCREENED PORT NUMBERS ON PANEL FRONT

GROUNDING SCREW ATTACHED ON BACK PANEL

EMAIL US ON

info@cnet-cablingsystems.com
OR VISIT

cnet-cablingsystems.com
CALL US ON

00353 1 426 4005 

APPLICATION

• FTP 1U 24-port snap-in patch panel

• Compatible with CNET FTP keystone jacks

• The jack to jack spacing is 17.4 mm

• Cat6A FTP Connectivity
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FTP SNAP IN PATCH PANEL
2022K-FPM24B
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Mechanical Drawing

APPLICATION

     -FTP 1U 24-port snap-in patch panel  

     -Compatible with SURTEC keystone jacks

     -The jack to jack spacing is 17.4 mm
 
FEATURES

     -For standard EIA 19” racks 
  
     -Silkscreened port numbers on panel front

     -Grounding screw attached on back panel 

STANDARDS

     -UL 1863 safety listed

     -UL 94V-0 flammability standard

PHYSICAL SPECIFICATIONS

     -Dimensions:
        482.6mm(W) x 43.7mm(H) 
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25 YEAR

SYSTEM WARRANTY

SYSTEM WARRANTY

The CNET Cabling System Warranty provides a 
25 year product and applications assurance of 
compliance with the industry performance standard 
appropriate to the class of cabling installed. 

The warranty may be applied for by a registered 
approved CNET (AI) Associated Installer who has 
designed, supplied and installed the relevant system.

PART NUMBER INFORMATION

PART NO. DESCRIPTION

QUPATCHKEY-
CAT6AFTP-24

1U 24 PORT FTP KEYSTONE PATCH 
PANEL WITH REAR CABLE MANAGER, 
COMPATIBLE WITH CNET CAT6A FTP 
TOOLLESS JACKS  

CNET presents QUPATCHKEY-CAT6AFTP-48 port FTP keystone 
patch panel for space-saving solution. Compatible with 
CNET Cat.5e/Cat.6/Cat.6A FTP toolless jacks, QUPATCHKEY-
CAT6AFTP-48 provides various categories for different 
applications with efficient cabinet cabling distribution.


